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Components for MLR System - Two Lamp Rail - Single Rail 6’ or 8’ length - 2” J-Box and Canopy

Please read instructions in their entirety before proceeding with any part of the installation.
This luminaire must be installed in accordance with the National Electric Code and local regulations.  For use 
only with Vode MLR System parts supplied by Vode Lighting LLC.  Use of ballasts or other components not 
supplied by Vode Lighting voids warranty. To prevent electric shock, turn off electricity at the fuse box. 
Do not install this product in wet locations. UL listed for dry and damp locations only. 
Retain instructions for future reference. Technical Support: 707-996-9898

Components for MLR System - Twp Lamp Rail - Single Rail - Exploded View

Shown with Square Canopy Shown with Round Canopy
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Remote Ballast Housing
(100-BRL)

Conduit (supplied by others)

Single Arm
(100-ASZ-XX-AL)

Mounting Plate

Rail Types:
(105-TRR-XX-AL)
(105-TWG-XX-AL)
(105-TBX-XX-AL)
(105-TBE-XX-AL)
(105-TQU-XX-AL)
XX = length

Arm Mounting Bracket

Wire Harness
  (MWL-168)

Vode J-Box for Single Arm 
with Square Canopy shown

(100-CSS-2-AL)
OR

Round Canopy
(100-CRS-2-AL)








